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INTERFACE

This is a NON-PROGRAMMABLE thermostat. The temperature
setpoint remains constant unless you change it

Touch the keypad once to activate the backlight, then you can
make changes.
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INITIAL SETTINGS

To bagin with ollow the on-screen nstrctions to adjust your

hermastats setings. ress o ) 1o change your ssiection and

@' contim.

+ Tomperature format: °C/°F (Caisius/ Fatvenhei)

+ ECO mode setpoint temperatures (5°C to 30°C/ 41°F 10 86°F),
By defau, the ECO made setpoint & 17°C/ 63°F

Your heatng neods may vary accordingtoth season and oven
1 1me of day T mactyourneeds, 1 hemostat s ecupped
i wo distnet modss: ECO and GOMFORT, You can swich rom
one mode toancthr by simply essing 0. ECO made saves
You money by rovdinga more energy efcient etpont empera-
e when Yo o sioapin o away o nome

'YOUR THERMOSTAT IS NOW READY TO USE!
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FEATURES

v reaTuRes
1. Press € or ) once to lower or rase the setpoint temperature
by 057G/ 1%F The setpoint temperatur wil remain at s

Valug unfl s changed

NOTE: ffyou change the setpoint temperature while in ECO
mode, the thermostat will switch to COMFORT mode.

2. Press © once to switch from ECO mode to COMFORT mode
and vics versa.

ADVANGED MENU ACGESS AND USE

1. Press and hold (0 for 3 seconds to access the thermostat's
‘advanced menus.

2 Press § or to change your seecton.

3. Press (O to confirm your selection and proceed to the next

4. Press and hold ) for3 seconds to exit the advanced menus.
ADVANGED MENUS LIST
+ 10 - Temperature format: °C/ F (Celsius / Fahrenheit)

+ 20 - ECO mode setpoint temperature (5°C 10.30°C / 41°F to
86°F). By defaut the ECO mode setpoint s 17°C/ 63°F:

+ 30 - Keypad lock: ON / OFF (Lock keypad / Uniock keypad)
« dEF - Resat thermostat to defaut values: N/ Y (No/ Yes)

USING THE TECHNICAL MENUS:

1. Press (] for 10 seconds to access the thermostat's technical
menus the advanced menu il appear after 3 seconds but
‘ontinue to hold for another 7 seconds).

2. Use § ou Yto change your selecton.

3. Press () to confirm your selection and continue to the next

4. Press (O for 3 seconds to exitthe thermostat's technical

TECHNICAL MENU LIST
» t1: Maximum room temperature setpoint imit

(6°C 10 30°C / 41°F to 86°F). The default setting is 30°C.
+ t2: Minimum room temperature setpoint imit

(6°C 10 30°C / 41°F to 86°F). The default setting s 5°C.

NOTE: The maximu setpoint limit must be higher than the mini-
mum setpoint mi, and the minimum setpoint lmit must be lower
than the maximum setpaint mi.





